Specifications

Windows XP/Vista are registered trademarks of Microsoft Corporation.
WCA is a registered trademark of A&D Company, Limited.

ICP is a registered trademark of PCB Piezotronics, Inc.

Dynamic range is subject to test conditions.

Specifications are subject to change without notice.

A New Front-end,

[} (]
4-channel FFT analyzer WCAm | I‘II

WFiltering (Optional)

Arbitrary frequency filter : Lowpass, highpass, bandpass or
bandreject

Order filter : Bandpass or bandreject

M Operating Environment

{Minimum Hardware Requirements)

CPU : Core 2 Duo or Pentium M processor at 1.4 GHz or higher

Memory : At least 512MB

HDD : At least 20GB

Monitor : At least 800*600, 65,000 colors

USB ports : 2

When used with Vista, an internal/external DVD drive is necessary.

{Recommended Hardware Reqguirements)>

CPU : Core 2 Duo processor at 2.0 GHz or higher

Memory : At least 2GB

HDD : At least 40GB

Monitor : At least 1024*768, 65,000 colors

USB ports : 3 or more

\é\lhen> used with Vista, an internal/external DVD drive is necessary.
0Ss

Microsoft Windows XP Professional

Microsoft Windows Vista Business/Ultimate

Microsoft Windows 7 Professional/Enterprise (32bit) (support

from spring 2010)

®|n Windows Vista, perform the following procedure using an
account with administrative privileges.
1. Right-click the shortcut for WCAPRO and then click Properties.
2. Click the Compatibility tab, and then click Show settings for all users.
3. Click Continue on the User Account Control dialog box.
4. At the Compatibility for all users tab, check Run this program

as an administrator under Privilege level.

5. Click OK twice to close all dialog boxes.

{Interface)

UsB 2.0 WCAmini front-end

BDimensions/Weight

External Dimensions : 30(H)x139(W)x138(D) (unit : mm,
excluding protuberances)

Weight : 330g

Power Supply : USB bus power, AC adaptor
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Compliance with Council Directives
This device features radio interference suppression and safety
regulation in compliance with the following Council Directives.
Council directive 2004/108/EC EN61326 EMC directive
Council directive 2006/95/EC ENB0950-1 Low voltage directive
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3-23-14 Higashi-lkebukuro, Toshima-ku, Tokyo 170-0013 JAPAN
Telephone : [81] (0) 3 5391-6132 Fax : [81] (0) 3 5391-6148
http://www.aandd.jp

@Appearances and/or specifications subject to change
for improvement without notice.
@Contents of this catalog last updated January 2010.

*WCAmIni-ADCC-03-BP3-10102

A New Front-end,

4-channel FFT analyzer

AD3661

A portable 4-channel
noise & vibration analysis
system

CAmini

A simple and convenient World Class Analyzer (WCA)

® Powered by USB (No AC adapter required)
@ 24-bit, 4-channel measurement (TEDS compatible)
@® A synchronous tachometer input

® Integral signal generator

@® FFT analysis and throughput recording

and playback analysis

® Order tracking analysis (Optional)

@ Filtering function (Optional)

@® Voice memo input and sound playback
® Includes WCA Lite (Optional easy-to-use analysis software)
® WCAPRO (Multi-analysis and measurement software)

Tracking analysis

Transfer function measurement Transient noise measurement

Time history waveform, recording and playback

...Clearly a Better Value

A&D Company, Limited
http://www.aandd.jp



